19980802.ba v02_n150.bam.980802 


>From ???@??? Mon Aug 03 06:46:38 1998 

Message-Id: <199808022313 .SAAQ0219@sco.theporch. com> 
Date: Sun, 2 Aug 1998 18:13:24 CDT 

Subject: BOATANCHORS digest 2150 


BOATANCHORS Digest 2150 
Topics covered in this issue include: 


1) BC-474 
by PLT1032@aol.com 
2) BC-800 ??? 
by Dexter Francis <cwest@xmission.com> 
3) Re: BC-800 
by eaj@hiwaay.net 
4) Re: BC-800 
by William Donzelli <william@ans.net> 
5) Re: HEAVY-DUTY BA AC POWER CIRCUIT QUESTION 
by Rick <jdubzag@seanet.com> 
6) Project BAthesizer report #2 
by "Arden Allen" <gumbear@pacbell.net> 
7) Re: 5 pin coil winding convention 
by Stanley Wilson <microres@crl.com> 
8) KWM-2A pictures ON-LINE! 
by "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
9) Re: RBO info needed 
by Al Parker <anchor@coastalnet.com> 
10) SW-500 
by ailO@lehigh.edu (ARTHUR I. LARKY) 
11) Re: HEAVY DUTY BA WIRING QUESTION 
by ailO@lehigh.edu (ARTHUR I. LARKY) 
12) Re: 5 pin coil winding convention 
by nielw@ix.netcom.com 
13) Re: HEAVY DUTY BA WIRING QUESTION 
by "Arden Allen" <gumbear@pacbell.net> 
14) ID'd exciter 
by cswiger <cswiger@wilma.widomaker.com> 
15) hro-500 
by Mohammad Ali <maliil@lincoln.ecn.ou.edu> 
16) last post on Power from me! 
by "Paul Bernhard Sr." <w2tu@email.msn.com> 
17) T-200 Panadaptor Manual 
by "David L. Stinson" <arc5@ix.netcom.com> 
18) last post 
by "Paul Bernhard Sr." <w2tu@email.msn.com> 
19) Re: Plumbing Codes 


by Jderm740@aol.com 
20) Re: HRO? 

by Jderm740@aol.com 
21) Re: hro-500 

by ailO@lehigh.edu (ARTHUR I. LARKY) 
22) Re: Plumbing Codes 

by ailO@lehigh.edu (ARTHUR I. LARKY) 
23) Re: Plumbing Codes 

by Bob Roehrig <broehrig@admin. aurora. edu> 
24) What is a BC-342? 

by Scott Robinson <spr@earthlink.net> 
25) Re: Stancor help 

by Scott Robinson <spr@earthlink.net> 
26) Re: Plumbing Codes 

by "Arden Allen" <gumbear@pacbell.net> 
27) UTC XFMR QUESTION 

by w4bld@juno.com 
28) Re: BC-906-E Antenna Length? 

by Dexter Francis <cwest@xmission.com> 
29) 28V Dynamotor?/Value 

by Mike <ac5p@ionet.net> 
30) 12-Volt Octal Tubes FS 

by "David L. Stinson" <arc5@ix.netcom.com> 


From: PLT1032@aol.com 

Message-ID: <b90225cc.35c3c785@aol.com> 

Date: Sat, 1 Aug 1998 21:57:23 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Subject: BC-474 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Picked-up a BC-474 in excellent condition today. Does anyone have 
documentation, manuals available for this unit. 


Bob Lindgren 


Message-ID: <35C38CCE.CE07CO58@xmission.com> 

Date: Sat, 01 Aug 1998 21:46:57 +0000 

From: Dexter Francis <cwest@xmission.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BC-800 ??? 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 


Content-Transfer-Encoding: 7bit 
Greetings all - 


I know this thing may be the embodiment of a real boat anchor, but it 
was too clean not to bring home. 


It's apparently part of an IFF training system. Airborne - runs off 24 
VAC 400 to 1600 hz. Should 
contain both a transmitter and receiver. 


Anyone have any experience with these or know where I could get some 
technical information on it? 
Frequency of operation? Modulation type? Aircraft where used, etc? 


-df 


Looking to Buy - Sell - Trade or Swap Tubes or BA Gear? 
Visit our Web Page @ http://www. xmission.com/~cwest 


From: eaj@hiwaay.net 

Message-ID: <35C3FF05.3D53@hiwaay.net> 

Date: Sat, 01 Aug 1998 22:54:13 -0700 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@theporch.com 

Subject: Re: BC-800 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Dex: Fred Chesson's list shows it as the "Rebecca" beacon, 160-186mc, 

19 tubes (or 18 in the -A version trainer), being used with or part of 

the SCR-602 and 729, APN-2, and RC-192. Manual is TM 11-1133 ca. 1943 
There's a little more ap info if you need it. 


Date: Sun, 2 Aug 1998 00:10:57 -0400 (EDT) 

From: William Donzelli <william@ans.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: BC-800 

Message-Id: <Pine.GS0O.3.96.980802000726 .4255A-100000@titan.purch.ans.net> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> Dex: Fred Chesson's list shows it as the "Rebecca" beacon, 160-186mc, 
> 19 tubes (or 18 in the -A version trainer), being used with or part of 


> the SCR-602 and 729, APN-2, and RC-192. Manual is TM 11-1133 ca. 1943 


Somehow one of those BC-929-A scopes that surface every few hamfests fit 
into the system. For some reason they seem to be on the far side of 
common, but the BC-800s are very rare. So do not scrap it out, even if it 
is useless... 


William Donzelli 
william@ans.net 


Message-ID: <35C401A2.28193EFO0@seanet.com> 

Date: Sat, 01 Aug 1998 23:05:24 -0700 

From: Rick <jdubzag@seanet.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HEAVY-DUTY BA AC POWER CIRCUIT QUESTION 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Fellow Vacuumites, 

I have seen Bobbi write on this or related line power subjects time and 
again. I am consistently highly impressed at the way she can write the 
straight scoop very clearly. If you install what she has described I 
doubt that you will go far from wrong. 

I have seen some of the most gawd awfull lashups that proud owners boast 
have done the job just fine for 45 years and refuse to believe that no 
physical damage or serious injury has not taken place only by the grace 
of a power greater than them ( and certainly their questionable 
electrical skill). 

What one person describes in print is not always the same concept 
another answers to. If there is any doubt, do consult a proficient and 
licensed electrician while he is actually looking at the particular 
situation. They are not, unfortunately all of equal caliber. If in 
doubt consult the local “authority having jurisdiction" (normally called 
the electrical inspector). 

By the way, thanks for all the good information and entertainment over 
the years. 

Rick 

KC7VEM 

These opinions are entirely my own and are not at all necessarily those 
of my employer. 


Message-Id: <199808020603.XAA01203@mail-gw6.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Project BAthesizer report #2 


Date: Sat, 1 Aug 1998 23:05:17 -0700 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hello Cathodians: 


Thought the crystal replacemant synthesizer thread had died a timely death? 

Not yet! I've been working some overtime and haven't had time to get into 
it until today. I downloaded the Motorola MC145151-2 data sheet and am now 
studying it for the heart of a simple uncomplicated synthesizer that 
doesn't need some Widow-Maker 95 computer dangling from it. Here are some 
preliminary spec's I'm toying with: 


1 Output frequency range; 1.7-2.2, 3.5-4.0, 7.0-7.5 and 14-15 MHz. (with a 
little slop on the ends for MARSions. Any transmitter from the BA era will 
happily triple or double for 15 and 10 meters (respectively). More output 

ranges means more output filters so this is the basic approach. 


2. 100 Hz steps on a digital readout with a +/- ~200Hz freq. vernier knob 
(see, not all digital). 


3. About 2 watts into a 50 ohm load but higher output impedance for plenty 
of voltage into a higher impedance load. Got some suggestions here? 


How far off am I? Keep the ideas coming Brian, Mike and others. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Sun, 2 Aug 1998 06:08:30 -0700 (PDT) 

From: Stanley Wilson <microres@crl.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: 5 pin coil winding convention 

Message-Id: <Pine.SUN.3.91.980802060405 .10327B-100000@cr12.cr1.com> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sat, 1 Aug 1998, johnmb@mindspring.com wrote: 


> 

> My question, is there any convention on wiring those coil forms? 
> Anyone there with some Bud or other coil forms that could indicate 

> the convention? 


There are two widely spaced symmetrical pins 
two more narrowly spaced pins 
and the 5th "index" pin. 


VV VV VV 


Which windings go where? I know it doesnt matter electrically 


John, I looked in my oldest reference a Frank C. Jones Radio Handbook 
from 1937 which has a lot of different plug-in coils. And it appears 
that various projects used various pins. Sometimes pin 5 was no used in 
other cases it was used. So pick something you like and go with it. 


de stan akOb 


Message-Id: <3.0.1.32.19980802152552 .007bae00@pop.ctv.es> 
Date: Sun, 02 Aug 1998 15:25:52 +0200 

To: Old Tube Radios <boatanchors@theporch. com> 

From: "JOSE V. GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es> 
Subject: KWM-2A pictures ON-LINE! 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi gang, 
I've just uploaded about 30 pictures of the KWM-2A I repaired some days 
ago. I have also included some 'hints' and copies of my messages to the 


list, so you can follow the restoration process in detail. 


If you want to take a look, please, go to my WEB page (address in my 
signature) and then click in the "KWM-2A" link. 


I would love to hear your opinion if you visit the page. 
Hope you enjoy them!. 
Best regards and happy holidays. 


73 EB5SAGV / ECSAAU 
JOSE V. GAVILA 
Ausias March 46, 15 
46910 Benetusser - VALENCIA 
SPAIN 


xx VISIT MY VINTAGE RADIO SITE - updated 24-June-1998 xxx 


http://www. geocities.com/SiliconValley/6992/ 
e-mail: eb5agv@ctv.es & eb5agv@amsat.org 


Message-Id: <3.0.5.32.19980713100852 .007ca8a0@mail1.coastalnet.com> 
Date: Mon, 13 Jul 1998 10:08:52 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Al Parker <anchor@coastalnet.com> 

Subject: Re: RBO info needed 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>Need some information on a Navy RBO receiver. Made by E.H. Scott and 
>obviously an entertainment or morale type receiver, but does it 

>have a civilian number, is it related or equal to one of the series 
>of SLR receivers? 


There's a little info at http://hereford.ampr.org no schematic, tho'. 


I recently got an RBL-3, got info & schematic there. It's 15 - 600 kc. 
I'm looking for more info also. It works, slightly. Yes, VERY heavy, I'd 
guess abt 70 lbs, compared to my Hallicrafters. 


Message-Id: <199808021545.LAA18964@ns5-1.CC.Lehigh.EDU> 
Date: Sun, 02 Aug 1998 11:45:30 EDT 

From: ailO@lehigh.edu (ARTHUR I. LARKY) 

Subject: SW-500 

To: Old Tube Radios <boatanchors@theporch.com> 


Will the person who has (had?) the SW-500 FS please email me direct. 
Thanks, 
Art ailO@lehigh.edu 


Message-Id: <199808021542.LAA51820@ns5-1.CC.Lehigh.EDU> 
Date: Sun, 02 Aug 1998 11:41:40 EDT 

From: ailO@lehigh.edu (ARTHUR I. LARKY) 

Subject: Re: HEAVY DUTY BA WIRING QUESTION 

To: Old Tube Radios <boatanchors@theporch.com> 


John and others: 
I spoke with my electrician friend and he says that tapping off 220 from the 
pair of 110 lines is proper if you gang the two breakers. You should, but 
are not required to, mark the ends of one of the black wires (the HOT ones) 
with red tape or nail polish to remind you and others that it is being used 


as a 220 leg. 

I can't agree with the fellow who said he does not use GFIs in his wet 
basement. That's exactly the situation for which GFIs are intended. Rubber 
mats and care are no substitute for protection devices. One might as well 
not use circuit breakers on the theory that one will be careful not to 
overload the line! 

My wife was using an extension cord in the yard yesterday when the hot wire 
broke internally. Even though she didn't touch anything and there was no 
real shock danger, the GFI (yes, my outside line is GFI-ed) triping alerted 
me to the fact that there was something wrong. I'd rather have that happen 
so I can repair/replace the extension cord than having to repair/replace the 
XYL. 

There are some crazy electricians out there. I was called in on a case 
where a farmer was having trouble with his electric fence supply blowing 
fuses. His electrician PUT IN A LARGER FUSE and replaced PART of the wiring 
to the fence supply with HEAVIER WIRE!!! A few hours later, the barn burned 
down. The heavier run of wire was still there and the fuse was un-blown, 
but the original smaller wire (and the barn) was melted away. 

Art 


From: nielw@ix.netcom.com 

Message-ID: <35C48DF7.254C@ix.netcom.com> 
Date: Sun, 02 Aug 1998 11:04:07 -0500 
MIME-Version: 1.0 


To: 


Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: 5 pin coil winding convention 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


The commercial coils tend to have the tuned winding connected to the 
two widely spaced pinned, the two narrow spaced ones are for the link 
and the one "index" pin is for the center tap. 


Niel-WA5VLZ 
http://www. io.com/~nielw/index.htm 


Stanley Wilson wrote: 


> 


VV VV 


> My question, is there any convention on wiring those coil forms? 
> Anyone there with some Bud or other coil forms that could indicate 

> the convention? 

> 


There are two widely spaced symmetrical pins 
two more narrowly spaced pins 
and the 5th "index" pin. 


VVVV Vv 
VVVV Vv 


Which windings go where? 


Message-Id: <199808021608. JAAQ7608@mail-gw6.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: HEAVY DUTY BA WIRING QUESTION 

Date: Sun, 2 Aug 1998 09:10:06 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hello fellow BA Power Trippers; 
(neat pun, huh?) 


The discussion on using a 120/240 mixed use circuit has been fascinating. 
It seems that you may be REQUIRED to use a branch circuit breaker panel 
with lower amperage breakers for the 120 outlets. This may be a problem if 
you already have a 20 amp circuit and you want to be able to use the full 
20 amps at a 120 outlet. Seems to be a thoughtful inquiry at your 
city/county building dept. is in order. Keep in mind a non-conforming 
installation could be an issue for an insurance claims investigator. All 
of those incinerated BA's could read like "Nut on Board". Lawyers, can't 
live with ‘em, can't live without ‘em. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Date: Sun, 2 Aug 1998 12:22:13 -0400 (EDT) 

From: cswiger <cswiger@wilma.widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ID'd exciter 

Message-ID: <Pine.BSF.3.96.980802121248 .3021A-100000@wilma.widomaker.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Steve Rohrer <srohrer@mindspring.com> astutely observed that: 
>Sounds very much like a TMC SSB exciter, known to the Navy as a URA-28. 
>This unit does require an external power supply. Output is in the 


>milliwatt range. Fun to play with! 


>Take a look at: 


>http://www.qsl.net/ka4rsz/ura28.htm 
>to confirm my suspicions. 


Bingo!! Golly gee but you guys are good. 


But man, to do anything with it I'd need to rig up a 
power supply, an amplifier, and a vfo - this is a xlittlex 
more than I could handle! But it's there for $45 bucks. 


Hmmmmm 


Chuck 
kb4new 
cswiger@widomaker.com 


Date: Sun, 2 Aug 1998 12:35:11 -0500 (CDT) 

From: Mohammad Ali <maliil@lincoln.ecn.ou.edu> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: hro-500 

Message-ID: <Pine.OSF.3.95.980802123412 .12440B-100000@Llincoln.ecn.ou.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


has anybody heard of National's HRO-500 reciever? 


malit@ou.edu 
V3 


Message-ID: <0Q08101bdbe3e$a07342c0$96782599@default> 
From: "Paul Bernhard Sr." <w2tu@email.msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: last post on Power from me! 

Date: Sun, 2 Aug 1998 13:53:48 -0400 


Eric, etc: 
Believe me I had no intention of 


Message-ID: <35C73E2B.21E5@ix.netcom.com> 
Date: Tue, 04 Aug 1998 12:00:27 -0500 

From: "David L. Stinson" <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


Subject: T-200 Panadaptor Manual 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I remember someone needing a manual for a T-200 
panadaptor. If you're out there, please email. 


73 Dave AB5S 
arc5@ix.netcom.com 


Message-ID: <008401bdbe3£$4beecc00$96782599@default> 
From: "Paul Bernhard Sr." <w2tu@email.msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: last post 

Date: Sun, 2 Aug 1998 13:59:28 -0400 


Eric,etc. 

Sorry, I inadvertently sent that short incomplete post. As I mentioned I 
had no intention of flaming you personally. I have been an electrician for 
45 years and know what the jobs like you describe entail. I just believe 
that the things described did create a hazard if someone else followed those 
ideas. Especially the rubber on the outside over cotton. Any fault in the 
insulator would put you at jeopordy with cotton (wet) underneath. 

Accept my apology for the public regalia. 

Bobbi; Neutra is not xalwaysx wite. Only when it is the purposely 
grounded conductor along with being the neutral. 
Thanks and goodbye to all. 

Paul W2TU 


w2tu@msnccom 


From: Jderm740@aol.com 

Message-ID: <a2e105£1.35c4b7c7@aol.com> 

Date: Sun, 2 Aug 1998 15:02:30 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: rbarmore@indy.net 

Mime-Version: 1.0 

Subject: Re: Plumbing Codes 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Bobbi 
I agree with your comment about the layout of Hot an Cold Taps and Red is left 
and Blue is right. Hot left, Cold right. That works here in the USA but don't 


go to England or Europe if you are color blind. They don't care over there. 
Just as long as something comes out when turned. 

I once spent two weeks in a very modern hotel in Scotland and when my room was 
on one side of the building the code was like here, but when I had to move to 
the other side of the building the fixtures were reversed. 


Jack 


From: Jderm740@aol.com 

Message-ID: <74£cca84.35c4be48@aol.com> 

Date: Sun, 2 Aug 1998 15:30:15 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: pmills@a.crl.com 

Mime-Version: 1.0 

Subject: Re: HRO? 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


Phill 
Are you sure it's not RCP? If it is, Moore says the FAA version is a NC-100A. 
Vintage 1945. 


Jack 


Message-Id: <199808021954.PAA43934@ns2-1.CC.Lehigh.EDU> 
Date: Sun, 02 Aug 1998 15:54:16 EDT 

From: ailO@lehigh.edu (ARTHUR I. LARKY) 

Subject: Re: hro-500 

To: Old Tube Radios <boatanchors@theporch.com> 


>has anybody heard of National's HRO-500 reciever? 
> 

>malil@ou.edu 

>'73 


Osterman has. Page 293 of latest edition: "General Coverage Communications 
Receiver". 5 - 30000 khz. Worth a lot of money. 
Art K3HBA 


Message-Id: <199808021959.PAA48684@ns2-1.CC.Lehigh.EDU> 
Date: Sun, 02 Aug 1998 15:59:06 EDT 

From: ailO@lehigh.edu (ARTHUR I. LARKY) 

Subject: Re: Plumbing Codes 

To: Old Tube Radios <boatanchors@theporch.com> 


Re: Hot and Cold water: 

>I once spent two weeks in a very modern hotel in Scotland and when my room was 
>on one side of the building the code was like here, but when I had to move to 
>the other side of the building the fixtures were reversed. 

> 

>Jack 

> 

The Sheraton University in Philadelphia has just been remodeled. Not only are 
they reversed on some rooms and not in others, but the bathtub/shower knobs 
don't match the sink! I mentioned it to the front desk while the guys were 
still remodeling floors, but no one seemed to care. 

Art K3HBA 


Date: Sun, 2 Aug 1998 15:42:30 -0500 (CDT) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com>, rbarmore@indy.net 
Subject: Re: Plumbing Codes 

Message-ID: <Pine.ULT.3.96.980802153429 .28514A-100000@admin. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sun, 2 Aug 1998 Jdexrm740@aol.com wrote: 


Bobbi 
I agree with your comment about the layout of Hot an Cold Taps and Red is left 
and Blue is right. Hot left, Cold right. That works here in the USA but don't 
go to England or Europe if you are color blind. 


VV VV 


It has always bugged me that the controls on gas stoves is backwards. 
Us electronic types are always used to turning controls clockwise to 
increase output (volume, RF gain, drive, etc...). 


"Nostalgia is a thing of the past" 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Message-Id: <v03007803b1ea83371b5c@[208.251.189.110]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Sun, 2 Aug 1998 13:00:03 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 


Subject: What is a BC-342? 
Folks, 


I saw one of these, somewhat beat, in a Junque shop on Saturday and it 
looked ratehr like a BC-348, but it weighs more than any two radios that 
size oughta. Is it the land-based version of same? Is it comopletely 
differnt that a BC-348? This one claims to have been designed at Fort 
Monmouth and built by Farnsworth. 


If I decide not to go for it I'll post its location. 


Regards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-Id: <v03007805b1ea90b2462d@[208.251.191.238]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Sun, 2 Aug 1998 13:58:40 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Scott Robinson <spr@earthlink.net> 

Subject: Re: Stancor help 


>Hello friends, 

>I am busy homebrewing and found that I need some help. I have a Stancor 
>output transformer and need to know the terminal connections for it. It 
>is an A-3856. I need to know if the solder lugs are the primary and if so 
>which ones are which, there are 6 terminals. There are also 3 wires 
>coming out the other side from the terminals. I think these are the 
>secondary or voice coil windings? Why three? Any help? I sure would 
>appreciate. Thank you 


> 

> 

> <73>, Collin NATUA 

> n4tua@juno.com 

> " My favorite radios glow in the dark" 
Colin, 


This is a "universal replacement" output transfomrer. the three leads are 
the primary and CT (for push-pull operation. Rated primary DC current <40 


mA. Rated power <4W. 


The secondary has six terminals to be used in various combinations to match 
a 4 ohm speaker to anything from 4 to 14K. Tell me your snail mail address 
and I'll send you a copy of the directions. 


Regaards, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Message-Id: <199808022119.0AA14022@mail-gw2.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Plumbing Codes 

Date: Sun, 2 Aug 1998 14:08:11 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hey Bob; 


> It has always bugged me that the controls on gas stoves is backwards. 
> Us electronic types are always used to turning controls clockwise to 
> increase output (volume, RF gain, drive, etc...). 


I'm sure you would LOVE to own an SP-600. The dial is in frequncy but you 
turn the tuning knob CCW to increase freq. No, the dial cord is not strung 
backwards----- hi! 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


From: w4bld@juno.com 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Sun, 2 Aug 1998 17:20:08 -0300 

Subject: UTC XFMR QUESTION 

Message-ID: <19980802.172010.3246.2.w4bld@juno.com> 


Hi Gang - I have a square UTC transformer with fifteen terminals on the 
bottom. It is numbered as a Special Series Transformer with the ID # of S 
39. If anyone can help identify this critter, I will greatly appreciate 
the effort. NOTE: I suspect it is a power transformer but the weight 


does not seem proportional to the size of the case for a power 
transformer. It is also painted gold. 


Many Thanks’ - Bob 


You don't need to buy Internet access to use free Internet e-mail. 
Get completely free e-mail from Juno at http://www. juno.com 
Or call Juno at (800) 654-JUNO [654-5866] 


Message-ID: <35C4850D.D530C4FD@xmission.com> 

Date: Sun, 02 Aug 1998 15:26:06 +0000 

From: Dexter Francis <cwest@xmission.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: BC-906-E Antenna Length? 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Can anyone tell me how long the antenna for the BC-906-E was? 
It looks like it had a bananna plug base. Maybe I can fake up one 
with something from RatShack and an adapter... 


-df 


Looking to Buy - Sell - Trade or Swap Tubes or BA Gear? 
Visit our Web Page @ http://www. xmission.com/~cwest 


Date: Sun, 2 Aug 1998 18:09:09 -0500 (CDT) 
Message-Id: <199808022309.SAA17228@mail.ionet.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Mike <ac5p@ionet.net> 

Subject: 28V Dynamotor?/Value 


Picked up a 28V Dynamotor at a flea market. I dont know why 
other than it looked like new, not a scratch or spot on the 
black wrinkle paint that looks like it just come out of the 
sealed crate. Can someone tell me more about it and what it 
may be worth to someone who could or would use it? 
The specs: A.G. REDMOND, DYNAMOTOR, MODEL 5056 
Continuous Duty Rating DC Input 28v at 1.40amps 
DC Output 250 at .060 amps 
ZENITH RADIO CORP. 141935 


Has square alum flange on bottom but missing the plate or plug? 
Two insulated wires coming out bottom, one reads 38 ohms to frame 
and the other 4.5K ohms to frame. The low ohm is input? 

Thanks, 

Mike ac5p 


Message-ID: <35C78AD9.5EB9@ix.netcom. com> 
Date: Tue, 04 Aug 1998 17:27:37 -0500 

From: "David L. Stinson" <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 12-Volt Octal Tubes FS 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


12-volt octals. 
All tested and good. 


(12) 12SQ7 
(16) 12SK7 
(4) 1235 
(19) 12SA7 
(4) 12k8 


plus some odds-n-ends. 
$25 plus shipping from 78728 


73 DE Dave Stinson AB5S 
arc5@ix.netcom.com 


End of BOATANCHORS Digest 2150 
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